
VEHICLES FROM 50 TO 125CC
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At 500 A km

At 500 B km

1 month C

Engine oil (+ clean strainer)
Type: 5W40 API SL/SJ / 20W50 E in litres

R 0.80 R 0.70 R 0.80 R 0.80 R 0.70 R 0.70 R 0.70 R 0.80

Relay box oil A Type: 80W90 API GL4 in litres
Gearbox oil B Type: 10W30

R 0.12 R 0.10 R 0.12 R 0.12 R 0.10 R 0.10 R 0.10 R 0.75 R 0.75 R 0.75 R 0.75

Throttle cable play / Setting the carburettor D trs/mn V 1600 V 2100 V 1600 V 1600 V 1600 V 1600 V 1600 V 1600 V 1600 V 1600 V 930 V 1600 V 1600 V 1600 V 1500

Intake silencer drain N N

Reading the ECU fault codes V V V

Spark plug V
CR7HSA

V
CR6HSA

V
CR6HSA

V
CR6HSA

At 2 000 A km

At 1 000 B km

6 months C

Engine oil (+ clean strainer) Type: 5W40 API SL/SJ in litres R 0.80 R 0.70 R 0.80 R 0.80 R 0.70 R 0.70 R 0.70 R 0.80

Relay box oil Type: 80w90 API GL4 in litres

Valve clearances Adm/Ech V
0.10/0.10

V
0.10/0.10

V
0.10/0.10

V
0.15/0.15

V
0.10/0.10

V
0.10/0.10

V
0.10/0.10

V
0.10/0.10

Throttle cable play / Setting the carburettor D trs/mn V 1600 V 1600 V 1600 V 1500

Reading the ECU fault codes D V V

Air filter G

Intake silencer drain N N N

Transmission belt C

Spark plug V
CR7HSA

Every 5 000 A km

Every 2 500 B km

12 months C

Reference of the maintenance kit ENT100 ENT106 ENT102 ENT101 ENT123 ENT130 ENT110 ENT122 ENT122

Spark plug R
CR7HSA

R
CR6HSA

R
CR7EB

R
CR7HSA

R
CR7HSA

R
CR6HSA

R
BR7HS

R
CR6HSA

R
CR6HSA

R
BR7HS

R
BR7HS

R
BR7HS

R
BR7HS

R
BR9ES

R
BR9ES

R
BR9ES

R
BR9ES

R
CR7HSA

Engine oil (+ clean strainer) Type: 5W40 API SL/SJ in litres R 0.80 R 0.70 R 0.80 R 0.80 R 0.70 R 0.70 R 0.70 R 0.80

Valve clearances Adm/Ech V
0.10/0.10

V
0.10/0.10

V
0.15/0.15

V
0.10/0.10

V
0.10/0.10

V
0.10/0.10

V
0.10/0.10

Relay box oil Type: 80w90 API GL4 in litres R 0.12 R 0.10 R 0.10 R 0.10 R 0.10

Throttle cable play / Setting the carburettor D trs/mn V 1600 V 1600 V 1600 V 1500 V 1600 V 1600 V 1600 V 1600 V 930 V 1600 V 1600 V 1600 V 1500

Petrol filter R V V V V

Reading the ECU fault codes D V V V

Drive pulley rollers and guides R C V V C R C C C C C C

Transmission belt R R R R C C C C

Driven pulley caged needle bearing G G G G

Air filter C R V V V V R R R R C

Intake silencer drain N N N N N N N

Air filter Moric D R R R

Every 10 000 A km

Every 5 000 B km

24 months C

Reference of the maintenance kit ENT100 ENT102 ENT101 ENT106 ENT102 ENT101 ENT123 ENT131 ENT110 ENT121 ENT122 ENT121 ENT120 ENT122

Spark plug R
CR7HSA

R
BR7HS

R
CR7EB

R
CR6HSA

R
BR7HS

R
BR7HS

R
CR7EB

R
BR7HS

R
CR7HSA

R
CR7HSA

R
BR7HS

R
CR6HSA

R
BR7HS

R
BR7HS

R
CR6HSA

R
BR7HS

R
BR7HS

R
CR6HSA

R
BR7HS

R
BR7HS

R
BR7HS

R
BR7HS

R
BR9ES

R
BR9ES

R
BR9ES

R
BR9ES

R
CR7HSA

Engine oil (+ clean strainer) Type: 5W40 API SL/SJin litres R 0.80 R 0.70 R 0.80 R 0.80 R 0.70 R 0.70 R 0.70 R 0.80

Engine oil filter C C C C

Valve clearances Adm/Ech V
0.10/0.10

V
0.10/0.10

V
0.10/0.10

V
0.15/0.15

V
0.10/0.10

V
0.10/0.10

V
0.10/0.10

V
0.10/0.10

Relay box oil Type: 80w90 API GL4 in litres
Gearbox oil D Type: 10W30

R 0.12 R 0.10 R 0.10 R 0.10 R 0.10 R 0.75 R 0.75 R 0.75 R 0.75

Throttle cable play / Setting the carburettor D trs/mn V 1600 V 1600 V 1600 V 2100 V 1800 V 1600 V 1800 V 1600 V 1600 V 1600 V 1600 V 1600 V 1500 V 1600 V 1600 V 1600 V 1600 V 1600 V 1600 V 1600 V 1600 V 1600 V 930 V 1600 V 1600 V 1600 V 1500

Petrol filter R R R R V V V V

Reading the ECU fault codes D V V V

Drive pulley rollers and guides C R R C R R R R C C R C R R C R R C R R R R

Transmission belt R R R R R R R R R R R R R R R R R R R R R R

Driven pulley caged needle bearing
Clutch plate and shoes

G G G G G G G G G G G G C C C C

Air filter R R R R R R R R R R R R R R R R R R R R R R R R R R R

Intake silencer drain N N N N N

Air filter. Pulsair R

Air filter Moric D R R R

Check and remove carbon. Replace the piston and piston segments N + C N + C N + C N + C N + C N + C N + C N + C N + C

Every 15 000 A km

Every 7 500 B km

24 months C

Reference of the maintenance kit ENT100 ENT106 ENT123 ENT130 ENT110 ENT122 ENT122

Spark plug R
CR7HSA

R
CR6HSA

R
CR7EB

R
CR7HSA

R
CR6HSA

R
CR7HSA

R
BR7HS

R
BR7HS

R
CR6HSA

R
CR6HSA

R
BR7HS

R
BR7HS

R
BR7HS

R
BR7HS

R
BR9ES

R
BR9ES

R
BR9ES

R
BR9ES

R
CR7HSA

Engine oil (+ clean strainer) Type: 5W40 API SL/SJin litres R 0.80 R 0.70 R 0.80 R 0.70 R 0.70 R 0.70 R 0.70 R 0.70 R 0.80

Valve clearances Adm/Ech V
0.10/0.10

V
0.10/0.10

V
0.15/0.15

V
0.10/0.10

V
0.10/0.10

V
0.10/0.10

V
0.10/0.10

Relay box oil Type: 80w90 API GL4 in litres R 0.12 R 0.10 R 0.10 R 0.10 R 0.10

Throttle cable play / Setting the carburettor D trs/mn V 1600 V 1600 V 1500 V 1600 V 1600 V 1600 V 1600 V 930 V 1600 V 1600 V 1600 V 1500

Petrol filter R V V V V

Reading the ECU fault codes D V V V

Drive pulley rollers and guides C C C C C C R V V V V V V

Transmission belt R C R V V V V

Driven pulley caged needle bearing G G G G

Air filter C R V V V V R R R R C

Intake silencer drain N N N N N N N

Clutch plate and shoes R R R

Every 20 000 A km

Every 10 000 B km

48 months C

Reference of the maintenance kit ENT100 ENT102 ENT101 ENT106 ENT123 ENT131 ENT110 ENT120 ENT122 ENT120 ENT121 ENT122

Spark plug R
CR7HSA

R
BR7HS

R
CR7EB

R
CR6HSA

R
BR7HS

R
BR7HS

R
CR6HSA

R
CR7HSA

R
BR7HS

R
BR7HS

R
BR7HS

R
BR7HS

R
CR6HSA

R
BR7HS

R
BR7HS

R
CR6HSA

R
BR7HS

R
BR7HS

R
BR7HS

R
BR7HS

R
BR9ES

R
BR9ES

R
BR9ES

R
BR9ES

R
CR7HSA

Engine oil (+ clean strainer) Type: 5W40 API SL/SJin litres R 0.80 R 0.70 R 0.80 R 0.80 R 0.70 R 0.70 R 0.70 R 0.80

Engine oil filter R R R R C C C C

Valve clearances Adm/Ech V
0.10/0.10

V
0.10/0.10

V
0.10/0.10

V
0.15/0.15

V
0.10/0.10

V
0.10/0.10

V
0.10/0.10

V
0.10/0.10

Relay box oil Type: 80w90 API GL4 in litres
Gearbox oil D Type: 10W30

R 0.12 R 0.10 R 0.12 R 0.12 R 0.10 R 0.10 R 0.10 R 0.75 R 0.75 R 0.75 R 0.75

Throttle cable play / Setting the carburettor D trs/mn V 1600 V 1600 V 1600 V 2100 V 1600 V 1600 V 1600 V 1600 V 1600 V 1600 V 1500 V 1600 V 1600 V 1600 V 1600 V 1600 V 1600 V 1600 V 1600 V 1600 V 930 V 1600 V 1600 V 1600 V 1500

Petrol filter R R R R R R R R R R R R R R R R

Reading the ECU fault codes D V V V

Drive pulley rollers and guides C R R C R R R C R C R R C R R C R R R R

Transmission belt R R R R R R R R R R R R R R R R R R R R

Driven pulley caged needle bearing
Clutch plate and shoes

G G G G G G G G G G G G C C C C

Air filter R R R R R R R R R R R R R R R R R R R R R R R R R

Intake silencer drain N N N N N N N

Air filter. Pulsair R

Air filter Moric R R R

Petrol filter C C C R R R R R R R R R R R R R R R R

Check and remove carbon N + C N + C N + C N + C N + C N + C N + C N + C N + C

Once every 2 years Fork oil D Type: SAE 10 in litres R R R R R R R R R R R R R R R R R R R R R R R R

Once every 2 years Brake fluid Type: DOT 4 in litres R R R R R R R R R R R R R R R R R R R R R R R R R R R R

Once every 5 years Coolant Type: Peugeot in litres R R R R R R R R R R

Once every 5 years Petrol pipe R R R R R R R R R R R R R R R R R R R R R R R R R R R

To be checked at each service Tyre condition, pressure and wear C C C C C C C C C C C C C C C C C C C C C C C C C C C C

Rear brake linings D C C C C C C C C C C C C C C C C C C C C C C C C C C C C

Front brake pads C C C C C C C C C C C C C C C C C C C C C C C C C C C C

Rear brake pads D C C C C C C

Condition of front and rear brake hydraulic controls / Brake fluid level C C C C C C C C C C C C C C C C C C C C C C C C C C C C

Chain tension and condition V + G V + G V + G V + G V + G

Condition of petrol pipes / Condition of oil pipes D C C C C C C C C C C C C C C C C C C C C C C C C C C C

Engine oil level / Coolant level D C C C C C C C C C C C C C C C C C C C C C C C C C C C C

Condition of the front suspension / Condition of the rear suspension C C C C C C C C C C C C C C C C C C C C C C C C C C C C

Battery electrolyte level D / Battery charge V V V V V V V V V V V V V V V V V V V V V V V V V V V V

Tightness of nuts and bolts / Steering column play V V V V V V V V C C V V V V V V V V V V V V V V V V V V

Overall operation / Headlight adjustment / Road test V V V V V V V V V V V V V V V V V V V V V V V V V V V V

V: Check, clean, adjust. R: Change. G: Check, clean, lubricate. C: Inspect and change if necessary. N: Clean. After 20 000 km, resume the service schedule again from 5 000 km

A. Normal servicing in km
B. Extensive servicing in km. Carry out this servicing if the vehicle is used in "severe" conditions: damp or dusty environment, high temperature, exclusively town use, etc..

C. Minimum servicing
D. Depending on model

E. specific oil VOX

UPDATE:
03/2013 VERSION G
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Front tyre Dimensions 3.50-10 90/90-10 120/90-10 120/70-12 80/80-14 80/80-14 80/80-14 110/70-12 100/90-10 110/70-12 90/80-16 120/70-12 120/70-12 120/70-12 120/70-12 120/90-10 120/70-12 130/60-13 120/70-12 120/70-12 130/60-13 120/70-12 130/60-13 80/90-21 100/80-17 90/90-21 100/80-17 100/80-17 90/90-21 100/80-17 90/90-16 100/80-17 2.5-17

Pressure in bars 1.8 1.8 1.3 1.6 1.8 2.5 2.5 1.8 1.8 1.6 1.75 1.3 1.8 1.8 1.8 1.3 1.3 1.8 1.5 1.8 2.0 1.8 1.8 1.5 2.3 1.9 2.0 2.0 1.9 2.1 2.3 1.5 2.25

Load index
Speed ratio
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Rear tyre Dimensions 3.50-10 90/90-10 130/90-10 130/70-12 80/80-14 100/70-14 100/70-14 110/70-12 100/90-10 110/70-12 90/80-16 130/70-12 120/70-12 120/70-12 120/70-12 130/90-10 130/70-12 130/60-13 120/70-12 120/70-12 130/60-13 130/70-12 130/60-13 110/80-18 130/70-17 120/80-18 130/70-17 130/70-17 120/80-18 130/70-17 120/80-17 130/70-17 2.7-17

Pressure in bars 2.0 2.0 1.6 1.8 2.0 2.8 2.8 2.0 2 1.8 2.25 1.6 2.0 2.0 2.2 1.6 1.6 2.0 1.5 1.8 2.2 2.0 2.0 1.7 2.5 2.1 2.3 2.3 2.1 2.3 2.7 2.0 2.8

Load index
Speed ratio
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VEHICLES FROM 125 TO 500CC
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At 0 E km

0 Month E

Engine oil (+ clean strainer) Type: 5W40 API SL/SJ in litres R 0.80

Relay box oil A Type: 80W90 API GL4 in litres R 0.10

Throttle cable play / Setting the carburettor D trs/mn V 1600

At 500 ABE km

1 month CE

6 months F

Engine oil (+ clean strainer) Type: 5W40 API SL/SJ in litres R 0.90 R 0.90 R 0.80 R 0.80 R 0.80 R 0.80 V V V V R 1.00 R 1.00 R 1.30 R 1.70 R 1.70 R 1.30 R 1.70 R 1.70 R 1.00 R 1.30 R 2.00 R 2.00

Engine oil filter R R R R R R R R R R R R

Relay box oil A Type: 80W90 / 75W85G API GL4 in litres R 0.10 R 0.10 R 0.10 R 0.10 R 0.10 R 0.10 R 0.25 R 0.25 R 0.25 R 0.25 R 0.25 R 0.25 R 0.25

Throttle cable play / Setting the carburettor D trs/mn V 1600 V 1600 V 1600 V 1600 V 1600 V 1600 V V V V V V V V V

Reading the ECU fault codes V V V V V V V V V V V V V V V V V

Spark plug V
CR7HSA

At 2 000 A km

At 1 000 B km
6 months C

Engine oil (+ clean strainer) Type: 5W40 API SL/SJ in litres R 0.90 R 0.90 R 0.80 R 0.80 R 0.80

Valve clearances Adm/Ech V
0.10/0.10

V
0.12/0.12

Throttle cable play / Setting the carburettor D trs/mn V 1600 V 1600 V 1600 V 1600 V 1600

Reading the ECU fault codes D V

Every 5 000 A km

Every 2 500 BE km
12 months CE

Reference of the maintenance kit ENT220 ENT220 ENT232 ENT210 ENT210

Spark plug R
CR7HSA

R
CR7HSA

R
CR7E

R
CR7E

R
CR7HSA

R
CR7HSA

Engine oil (+ clean strainer) Type: 5W40 API SL/SJin litres R 0.90 R 0.90 R 0.80 R 0.80 R 0.80 R 0.80 R 1.25 R 1.25 R 1.25 R 1.25 R 1.00 R 1.25 R 1.25 R 1.25 C R 1.25 R 1.25 C

Engine oil filter R R R R R

Valve clearances Adm/Ech V
0.10/0.10

V
0.10/0.10

V
0.12/0.12

V
0.12/0.12

V
0.12/0.12

V
0.12/0.12

Relay box oil Type: 80W90 / 75W85G API GL4 in litres R 0.10 R 0.10 R 0.10 R 0.10 R 0.10 R 0.10 V V V V

Throttle cable play / Setting the carburettor D trs/mn V 1600 V 1600 V 1600 V 1600 V 1600 V 1600 V V V V

Reading the ECU fault codes D V V V V V V V V V V V V V

Drive pulley rollers and guides V V V V V V V V V V

Transmission belt
Compressor drive belt

R R R C C C C C
C

Driven pulley caged needle bearing
Clutch plate and shoes

C C C C

Air filter C

Intake silencer drain N N N

Compressor valve filter N N

Every 10 000 A km

Every 5 000 BE km

24 months CE

12 months F

Reference of the maintenance kit ENT220 ENT220 ENT230 ENT231 ENT233 ENT234 ENT210 ENT210 ENT250 ENT243 ENT241 ENT245 ENT341 ENT440 ENT540 ENT240 ENT244 ENT340 ENT250 ENT341 ENT450 ENT460

Spark plug R
CR7HSA

R
CR7HSA

R
CR7E

R
CR7E

R
CR7HSA

R
CR7HSA

R
CR7EB

R
CR7E

R
CR7EB

R
CR8EK

R
CR8EB

R
CR8EB

R
CR9EB

R
CR9EB

R
CR8EB

R
CR9EB

R
CR7EK

R
CR7EK

R
CR9EB

R
CR9EB

R
CR9EB

R
CR7EK

R
CR7EK

R
CR8EB

R
CR9EB

Engine oil (+ clean strainer) Type: 5W40 API SL/SJin litres R 0.90 R 0.90 R 0.80 R 0.80 R 0.80 R 0.80 R 1.25 R 1.25 R 1.25 R 1.25 R 1.00 R 1.00 R 1.25 R 1.25 R 1.25 R 1.30 R 1.70 R 1.70 R 1.25 R 1.25 R 1.30 R 1.70 R 1.70 R 1.00 R 1.30 R 2.00 R 2.00

Engine oil filter R R R R R R R R R R R R R R R R

Valve clearances Adm/Ech V
0.10/0.10

V
0.10/0.10

V
0.12/0.12

V
0.12/0.12

V
0.12/0.12

V
0.12/0.12

V
0.10/0.25

V
0.10/0.25

V
0.10/0.25

V
0.10/0.25

V
0.10/0.20

V
0.10/0.20

V
0.10/0.20

V
0.10/0.15

V
0.10/0.20

V
0.10/0.20

V
0.10/0.20

V
0.10/0.20

Relay box oil Type: 80W90 / 75W85G API GL4 in litres R 0.10 R 0.10 R 0.10 R 0.10 R 0.10 R 0.10 V 0.12 V 0.12 V 0.12 V 0.12 V 0.25 V 0.25 V 0.25 V 0.25 V 0.25 V 0.25 V

Throttle cable play / Setting the carburettor D trs/mn V 1600 V 1600 V 1600 V 1600 V 1600 V 1600 V V V V V V V V V V V V V V

Petrol filter R R R R R R

Reading the ECU fault codes D V V V V V V V V V V V V V V V V V V V V V V

Drive pulley rollers and guides C C C C C C C C C C C C C C C C C C C C C C C C C C C

Transmission belt
Compressor drive belt

R R R R R R R R R R
R

R R R R
R

R R R R R R R R R R

Driven pulley caged needle bearing
Clutch plate and shoes

G+V G+V G+V G+V G+V G+V G+V G+V G+V G+V G+V G+V G+V G+V G+V G+V G+V G+V G+V G+V G+V G+V G+V G+V

Air filter R R R R R R G G G R R R R R R N R R R R N R R R N

Intake silencer drain N N N N N N N N N N N N N N N

Freewheel
Starter drive gear needle bearing cage

V
G

V
G

V
G

Transmission air filter R R N N N N N N N N

Compressor valve filter N N

Compressor drive star
Compressor silent block

V
C

V
C

Every 15 000 A km

Every 7 500 B km

24 months C

Reference of the maintenance kit ENT220 ENT220 ENT210 ENT210

Spark plug R
CR7HSA

R
CR7HSA

R
CR7E

R
CR7E

R
CR7HSA

R
CR7HSA

Engine oil (+ clean strainer) Type: 5W40 API SL/SJin litres R 0.90 R 0.90 R 0.90 R 0.90 R 0.80 R 0.80 R 1.25 R 1.25 R 1.25 R 1.25 R 1.25 R 1.25 R 1.25 C R 1.25 R 1.25 C C

Engine oil filter R R R R R

Valve clearances Adm/Ech V
0.10/0.10

V
0.10/0.10

V
0.12/0.12

V
0.12/0.12

V
0.12/0.12

V
0.12/0.12

Relay box oil Type: 80W90 / 75W85G API GL4 in litres R 0.10 R 0.10 R 0.10 R 0.10 R 0.10 R 0.10 V V V V

Throttle cable play / Setting the carburettor D trs/mn V 1600 V 1600 V 1600 V 1600 V 1600 V 1600 V V V V

Petrol filter

Reading the ECU fault codes D V V V V V V V V V V V V V

Drive pulley rollers and guides C C V V V V V V V V

Transmission belt
Compressor drive belt

R R R C C C C
C

C
C

R R R

Driven pulley caged needle bearing
Clutch plate and shoes

G+V G+V G+V G+V G+V

Intake silencer drain N N N N

Compressor valve filter N N

Every 20 000 A km

Every 10 000 BE km

48 months CE

24 months F

Reference of the maintenance kit ENT220 ENT220 ENT230 ENT231 ENT233 ENT234 ENT210 ENT210 ENT250 ENT243 ENT242 ENT245 ENT341 ENT440 ENT540 ENT240 ENT244 ENT340 ENT250 ENT341 ENT450 ENT460

Spark plug R
CR7HSA

R
CR7HSA

R
CR7E

R
CR7E

R
CR7HSA

R
CR7HSA

R
CR7EB

R
CR7E

R
CR7EB

R
CR8EK

R
CR8EB

R
CR8EB

R
CR9EB

R
CR9EB

R
CR8EB

R
CR7EKB

R
CR7EK

R
CR7EK

R
CR9EB

R
CR9EB

R
CR7EKB

R
CR7EK

R
CR7EK

R
CR8EB

R
CR7EKB

R
CPR8EB

R
CPR8EB

Engine oil (+ clean strainer) Type: 5W40 API SL/SJin litres R 0.90 R 0.90 R 0.80 R 0.80 R 0.80 R 0.80 R 1.25 R 1.25 R 1.25 R 1.25 R 1.00 R 1.00 R 1.25 R 1.25 R 1.25 R 1.30 R 1.70 R 1.70 R 1.25 R 1.25 R 1.30 R 1.70 R 1.70 R 1.00 R 1.30 R 2.00 R 2.00

Engine oil filter R R R R R R R R R R R R R R R R

Valve clearances Adm/Ech V
0.10/0.10

V
0.10/0.10

V
0.12/0.12

V
0.12/0.12

V
0.12/0.12

V
0.12/0.12

V
0.10/0.25

V
0.10/0.25

V
0.10/0.25

V
0.10/0.25

V
0.10/0.20

V
0.10/0.15

V
0.10/0.20

V
0.10/0.20

V
0.15/0.15

V
0.15/0.15

V
0.10/0.20

V
0.10/0.20

V
0.10/0.20

V
0.15/0.15

V
0.15/0.15

V
0.10/0.20

V
0.12/0.22

V
0.12/0.22

Relay box oil Type: 80W90 / 75W85G API GL4 in litres R 0.10 R 0.10 R 0.10 R 0.10 R 0.10 R 0.10 V 0.12 V 0.12 V 0.12 V 0.12 R 0.25 V 0.25 V 0.25 R 0.25 V 0.25 V 0.25 R 0.25

Throttle cable play / Setting the carburettor D trs/mn V 1600 V 1600 V 1600 V 1600 V 1600 V 1600 V V V V V V V V V V V V 1600 V V V V V 1600 V V V V

Petrol filter R R R R R R R R R R R R R R R R R R R R R R R R R R R

Reading the ECU fault codes D V V V V V V V V V V V V V V V V V V V V V V

Drive pulley rollers and guides C C C C C C C C C C C C C C C C C C C C C C C C C C C

Transmission belt
Compressor drive belt

R R R R R R R R R R
R

R R R R
R

R R R R R R R R R R R R R

Driven pulley caged needle bearing
Clutch plate and shoes

C+V C+V G+V G+V G+V G+V G+V G+V G+V G+V G+V G+V G+V G+V G+V G+V G+V G+V G+V G+V G+V G+V G+V G+V

Air filter R R R R R R G G G G R R R R R R R R R R R R R R R R R

Intake silencer drain N N N N N N N N N N N N N N N N

Freewheel
Starter drive gear needle bearing cage

V
G

V
G

V
G

Transmission air filter R R N N N N N N N N N N N N

Compressor valve filter R R

Compressor drive star V V

Once every 2 years Fork oil D Type: SAE 10 in litres R R R R R R R R R R R R R R R R R R R R R R R R R R

Once every 2 years Brake fluid Type: DOT 4 in litres R R R R R R R R R R R R R R R R R R R R R R R R R R R

Once every 5 years Coolant Type: Peugeot in litres R R R R R R R R R R R R R R R R R R R R R R R

Once every 5 years Petrol pipe R R R R R R R R R R R R R R R R R R R R R R R R R R R

To be checked at each service Tyre condition, pressure and wear C C C C C C C C C C C C C C C C C C C C C C C C C C C

Front brake pads C C C C C C C C C C C C C C C C C C C C C C C C C C C

Rear brake pads D / Rear brake linings D C C C C C C C C C C C C C C C C C C C C C C C C C C C

Condition of front and rear brake hydraulic controls / Brake fluid level V V V V C C C C C C C C C C C C C C C C C C C C C C C

Condition of petrol pipes / Condition of oil pipes D C C C C C C C C C C C C C C C C C C C C C C C C C C C

Engine oil level / Coolant level D V V V V C C C C C C C C C C C C C C C C C C C C C C C

Condition of the front suspension / Ball joint D / Bearing D/ Condition of
the rear suspension C C C C C C C C C C C C C C C C C C C C C C C C C C C

Battery electrolyte level D / Battery charge V V V V V V V V V V V V V V V V V V V V V V V V V V V

Tightness of nuts and bolts / Steering column play V V V V V V V V V V V V V V V V V V V V V V V V V V V

Overall operation / Headlight adjustment / Road test V V V V V V V V V V V V V V V V V V V V V V V V V V V

V: Check, clean, adjust. R: Change. G: Check, clean, lubricate. C: Inspect and change if necessary. N: Clean. After 20 000 km, resume the service schedule again from 5 000 km

A. Normal servicing in km
B. Extensive servicing in km. Carry out this servicing if the vehicle is used in "severe" conditions: damp or dusty environment, high temperature, exclusively town use, etc..

C. Minimum servicing
D. Depending on model

E. Pro servicing
F. Specific minimum servicing Peugeot Métropolis

G. Specific to engine 250 / 300 cc
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• Elystar 125cc-150cc
• JetForce 125cc
• JetForce 125cc

compressor

• Géopolis 125cc M2- M3
• Satelis 125cc M2 - M3
• Satelis 125cc

compressor

Front tyre Dimensions 120/70-12 130/60-13 100/80-16 90/80-16 90/80-16 120/70-12 130/60-13 120/70-13 120/70-13 120/70-14 120/70-14 120/70-14 120/70-14 120/70-14 110/70-16 110/70-16 110/70-16 120/70-14 120/70-14 120/70-14 120/70-12 Gauge cap unscrewed • V-Clic 50cc 4 stroke
• Ludix 50cc 4 stroke
• Kisbee 4 stroke all

types
• New Viva 4 stroke all

types

• Tweet all types
• Sum-Up 125cc
• New Fight 4 stroke
• LXR 125cc-150cc
• Citystar 125cc -200cc

• Satelis II 125cc - 400cc
• Métropolis 400cc
• Vox 110cc

Pressure in bars 1.8 1.8 1.8 1.75 2.5 1.6 2.0 1.8 1.8 2.1 2.1 2.1 2.1 2.1 2.1 2.1 2.1 2.1 2.1 2.1 1.6

Load index
Speed ratio 37

G
53
J

50
M

37
G

51
N

51
J

56
L

40
K

37
B

42
K

42
L

42
M

44
P

44
Q

42
M

42
M

44
Q

42
K

42
M

44
P

27
N

Rear tyre Dimensions 130/70-12 130/60-13 120/80-16 110/70-16 110/70-16 130/70-12 140/60-13 130/60-13 130/60-13 140/60-14 140/60-14 140/60-14 140/70-14 140/70-14 140/70-16 140/70-16 140/70-14 140/60-14 140/60-14 150/70-14 140/70-14 Gauge cap screwed up • Géopolis 250cc-300cc
• Géopolis 400cc-500cc
• Satelis 250cc
• Satelis 400cc-500cc

• Satelis II 300cc

Pressure in bars 2.2 1.8 2.2 2.25 2.8 1.8 2.2 2.0 2.2 2.2 2.2 2.2 2.4 2.4 2.3 2.3 2.4 2.2 2.2 2.4 2.4

Load index
Speed ratio

53
G

53
J

60
M

52
P

32
P

56
J

59
L

59
K

59
L

60
K

60
L

60
M

64
P

64
Q

60
K

60
M

64
Q

60
K

60
M

64
P

66
N


	Vehicles from 50 to 125Cc
	A. Normal servicing in km
	B. Extensive servicing in km. Carry out this servicing if the vehicle is used in "severe" conditions: damp or dusty environment, high temperature, exclusively town use, etc..
	C. Minimum servicing
	D. Depending on model
	E. specific oil VOX

	Vehicles from 125 to 500Cc
	A. Normal servicing in km
	B. Extensive servicing in km. Carry out this servicing if the vehicle is used in "severe" conditions: damp or dusty environment, high temperature, exclusively town use, etc..
	C. Minimum servicing
	D. Depending on model
	E. Pro servicing
	F. Specific minimum servicing Peugeot Métropolis
	G. Specific to engine 250 / 300 cc


